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(3) Determination of the distance 
along the track at which trains must 
be visible in order to provide the pre-
scribed warning time. 

(4) Rules and procedures of the rail-
road to be used for train approach 
warning. 

(b) Initial and periodic qualification 
of a watchman/lookout shall be evi-
denced by demonstrated proficiency. 

§ 214.351 Training and qualification of 
flagmen. 

(a) The training and qualification for 
roadway workers assigned the duties of 
flagmen shall include, as a minimum, 
the content and application of the op-
erating rules of the railroad pertaining 
to giving proper stop signals to trains 
and holding trains clear of working 
limits. 

(b) Initial and periodic qualification 
of a flagman shall be evidenced by 
demonstrated proficiency. 

§ 214.353 Training and qualification of 
roadway workers who provide on- 
track safety for roadway work 
groups. 

(a) The training and qualification of 
roadway workers who provide for the 
on-track safety of groups of roadway 
workers through establishment of 
working limits or the assignment and 
supervision of watchmen/lookouts or 
flagmen shall include, as a minimum: 

(1) All the on-track safety training 
and qualification required of the road-
way workers to be supervised and pro-
tected. 

(2) The content and application of the 
operating rules of the railroad per-
taining to the establishment of work-
ing limits. 

(3) The content and application of the 
rules of the railroad pertaining to the 
establishment or train approach warn-
ing. 

(4) The relevant physical characteris-
tics of the territory of the railroad 
upon which the roadway worker is 
qualified. 

(b) Initial and periodic qualification 
of a roadway worker to provide on 
track safety for groups shall be evi-
denced by a recorded examination. 

§ 214.355 Training and qualification in 
on-track safety for operators of 
roadway maintenance machines. 

(a) The training and qualification of 
roadway workers who operate roadway 
maintenance machines shall include, 
as a minimum: 

(1) Procedures to prevent a person 
from being struck by the machine 
when the machine is in motion or oper-
ation. 

(2) Procedures to prevent any part of 
the machine from being struck by a 
train or other equipment on another 
track. 

(3) Procedures to provide for stopping 
the machine short of other machines or 
obstructions on the track. 

(4) Methods to determine safe oper-
ating procedures for each machine that 
the operator is expected to operate. 

(b) Initial and periodic qualification 
of a roadway worker to operate road-
way maintenance machines shall be 
evidenced by demonstrated proficiency. 

Subpart D—On-Track Roadway 
Maintenance Machines and 
Hi-Rail Vehicles 

SOURCE: 68 FR 44407, July 28, 2003, unless 
otherwise noted. 

§ 214.501 Purpose and scope. 

(a) The purpose of this subpart is to 
prevent accidents and casualties 
caused by the lawful operation of on- 
track roadway maintenance machines 
and hi-rail vehicles. 

(b) This subpart prescribes minimum 
safety standards for on-track roadway 
maintenance machines and hi-rail ve-
hicles. An employer may prescribe ad-
ditional or more stringent standards 
that are consistent with this subpart. 

(c) Any working condition that in-
volves the protection of employees en-
gaged in roadway maintenance duties 
covered by this subpart but is not with-
in the subject matter addressed by this 
subpart, including employee exposure 
to noise, shall be governed by the regu-
lations of the U.S. Department of 
Labor, Occupational Safety and Health 
Administration. 
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